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CYC cycloramas with the metal protective screen. Ideal for the place re-
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quire high security standard, avoiding the broken lamp part falling.
Their primary users are mini type places and decoratively beautiful ex-
terior. Cambered filter holder clip reduces the transmission losing.
Both side of the luminaire remain the mounting rabbet. Optional com-
bined 2, 3, 4 or more as a unit.

Construction
Lightweight, compact aluminium construction is of unique heat TTCY - 5100(2 qty) : TTCY - 5100(4 qty) :
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dissipation system.
The asymmetrical reflectors take full advantage of the lamp and control Lamp LOC0w 1250 sy s =1
the after effect light. Temperature differential draw air to exhaust the Height{m) Lux LU Height{m) wx Lux
heat away rapidly. - - - - - =
15 1340 1675 15 1578 1972
Combination
. . N . 7 1255 1568 7 1527 1908
The lightweight, compact luminaire with mounting rabbet at the
both side, optionally combined 2, 3, 4 or more as a unit. Its small size 83 g "l k- un 1840
and lightweight makes it easily and safety to be hung up. & 1003 1254 & 1396 1745
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Colour mixture
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168.40 Combined luminaire with different colour filter provide different colour.
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Specification 5 203 o ) — s )
Wattage 1000 W 1250 W i
15 352 440 15 1472 1840 2
Luminaire efficiency 346 % 35% &
Luminance of 5§ meter 753 lux 941 lux . n 0 ! el 1908 4
Uniformity of illuminance 8548 Im 10960 Im - =8 e 03 1578 97 m
Body weight 27Kg 27 kG 0 m 264 0 196 1870 ' H






