
BW 112 P عملکــرد آســان، انعطــاف پذیــری و حرفــه ای
بــودن ســه مشــخصه اصلــی ایــن سیســتم اســت.
 BW 112 Pســیم بــی  میکروفــن  سیســتم   
یــک  پرتابــل،  گیرنــده  دســتگاه  یــک  شــامل 
ــه ای  ــن یق ــدد میکروف ــک ع ــل، ی ــتنده پرتاب فرس

BE-50 و لــوازم جانبــی اســت.
ــرای کار در  ــه آن را ب ــن مجموع ــای ای ــی  ه  ویژگ
اســتودیو، ســالن همایــش و اتــاق جلســات و 
ــده ضــرورت  ــط  هایــی کــه جابجایــی گیرن محی

ــت. ــرده اس ــب ک دارد، مناس
یــک ارتبــاط بــی  ســیم بین گیرنــده و فرســتنده به 
صــورت امــواج مــادون قرمــز امــکان هــم فرکانــس 
کــردن و انتقــال ســایر داده هــا بیــن آنهــا را فراهــم 
کــرده اســت. صفحــه نمایشــگر گیرنــده و فرســتنده 

بــرای شــرایط نــوری مختلــف قابــل تنظیم اســت

BE 50میکروفن بی سیم
Element

Polar Pattern

Frequency Response

Sensivity

Output Impedance

SPL max

Cable

Accessory

Back Electret Condenser

Omni-directional

20HZ-20KHZ

-45dB±3dB

2K Ω±30%

140dB

Φ1.4x1.2m

Tie-clip,wind screen

RB101
Carrier Wave Frequency Band

Modulation System

Effective Operating Range

Frequency Bandwith

Output Socket

S/N Ratio

T.H.D

Frequency Response

UHF 500-980 MHZ

FM

60m (open place)

12-24 MHZ

3.5mm

>97 dB

1%@1KHZ

50HZ-15KHZ

TB101
Carrier Wave Frequency Band

Modulation System

Output Power

Frequency Bandwith

Harmonic Radiation

S/N Ratio

T.H.D

Frequency Response

UHF 500-980 MHZ

FM

5mW-10mW

12-24 MHZ

<-60 dB

>97 dB

1%@1KHZ

50HZ-15KHZ

BW 112 P

4344

RB101
BE-50

TB101


